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TAC is proud to introduce a NEW H2S Portable analyzer. 
Designed from customer feedback, it is small, lightweight 
and easy to use. Housed in a rugged carrying case, its 
purpose is to allow operators to spot check the levels of 
H2S in their pipelines. The unit has a 10-hour battery life 
and a self-powered 4-20mA  output and data logging 
capabilities, allowing it to be left on location for short 
periods. The XLE/302/PAL is an affordable analyzer with a 
starting price of $4,750.00. As always TAC is willing to 
customize it to fit your needs.

The Portable Unit can also be ordered
to measure CO2.

TAC PORTABLE H2S ANALYZER
Features and specifications:

Ranges: 
0-10PPM, 0-25PPM, 0-50PPM
0-100PPM (Other options available)

Detection method: One electro-chemical  H2S sensor

Response time: 60 seconds

Battery life: 10 hours

Recharge time: 4 hours

Weight: 7 pounds

Dimensions: 10” X 10” X 5”

Enclosure: 
Rugged carrying case general purpose

Indicators: 
LED indicator for low battery
LED indicator for calibration mode

Signal output: 
4-20mA (self-powered)
1–5 Volts 
Relay Outputs

TEXAS ANALYTICAL CONTROLS, INC.

4418 Bluebonnet Drive Stafford, TX 77477

281-240-4160    www.tac-controls.com
SYMBOL OF  RELIABILITY


